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Product 

The Unique DCOB Technology

Compared to traditional COB encapsulation technology, Shenzhen 

Dicolor unique DCOB secondary encapsulation technology 

improves a lot product reliability from the encapsulation process 

and manufacturing process. Except Convenient touch and smart 

writing function, it also can be wiped and cleaned directly. D-COB 

lamp beads withstand vertical pressure 100N / cm2, effectively 

protect it from bumping and dropping lights or even pad falling 

down during transportation and installation, which will help 

reducing user maintenance costs.

AIO Higher Intergrated

Based on operation experiences from users, Shenzhen Dicolor 

highly integrates traditional distributed projector, controlling 

computer, electric whiteboard, projection screen and other AV 

equipments into one professional meeting product – MeLink, which 

greatly improves the efficiency and usability of the meeting 

equipment. As a professional conference equipment, one-click 

connection and wireless access is supported, which makes the 

operation fast and easy.

Melink AI Appilcation

Switch operating environment based on Windows and Android 

dual system, it supports AI camera and voice acquisition system，
Automatic conference sign-in and identification 

function.Conference speaker's voice information simultaneous 

interpretation, translation and automatic saving of meeting 

records.Support multiple desktop information sharing and 

collaboration of equipment, meeting annotations, meeting high 

sensitivity Touch and electronic whiteboard writing function, 

economic and environmental protection。Really paperless 

meetings Management, call conference logistic services and share 

meeting summary with one click.

The Main Customers In Conference Market

CRMT Refinement Management Technology

The screen of the MeLink is standard pixel-to-pixel 2K resolution. 

Through the fine gray algorithm technology, with software and 

hardware, it can achieve the gray scale to 18bit;

The high-precision light gun calibrates the chromaticity, allowing the 

color to be displayed quantitatively. The NTSC’s broadcast-grade 

color gamut ranges above 115%, with 281 trillion colors.

Customerized Service

This new conference product provides customized service as well, 

including the border color, user interface and etc. All these factors 

can be defined by the user, which is beneficial for users’ 

companies to make brand culture display and promotion. Dicolor 

has also been holding the belief to provide professional functions 

tailored to the actual needs of users’conference solutions & 

technical services by the principle of customer first.
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2K

Higher yield

98 % VS 90 %

Common COB Common COB

5 PPM VS 10 PPM

60N/cm2 60N/cm2100N/cm2 100N/cm2

Pixel

100 N/cm2 VS 60 N/cm2

Standard 2K Smart Touch Elecric Writeboard Job-Sharing Effectively Commucation

Group CompanyGovernment Educational Applications

HD1920X1080 16bit Anti-glare wider view

Appearance

Product Specifications

Ai Face Recognition

� Intelligent identification, marking the identity information of participants
� Image recognition, automatic analysis of attendance statistics

Smart Voice Translate

� Automatic voice to text, and save as meeting minutes
� Voice translation is automatically recognized and displayed through subtitles

More Screen Share

� Support wireless screen and electronic writing, environmental efficiency
� Any multi - conference terminal access, desktop sharing

Secondary Packaging Technology D-COB

Second Encapsulation

First Optical Molding

Chips


